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25.4 mm = 305 mm
1" = 1'

 

mm
(in)D

V8_BRAVO_RWC
6.2L BRAVO RWC

RAW WATER COOLED

SHEETSSCALEUNITSREVISION

NOTES:
(1) REFER TO THE APPLICATION MANUAL FOR COMPLETE PRODUCT INSTALLATION REQUIREMENTS.
(2) DIMENSIONS REQUIRE A MINIMUM OF 1/2 in. (13 mm) CLEARANCE FOR MOTOR MOUNT DEFLECTION.
(3) INNER AND OUTER SURFACES OF TRANSOM MUST BE PARALLEL WITHIN 1/8 in. (3 mm)  IN AREA COVERED BY TRANSOM
    PLATES AND REMAIN WITHIN TRANSOM THICKNESS LIMITS.
(4) REFER TO "TRANSOM CUTOUT" IN THE INSTALLATION MANUAL TO FIND THE CRANKSHAFT CENTERLINE VS. BOAT BOTTOM.

6" RISER

2" RISER

DRAIN PLUGS

FUEL FILTER

DRAIN PLUG

0" RISER

CRANKSHAFT CENTERLINE

BACK OF BLOCK
CRANKSHAFT CENTERLINE

BACK OF BLOCK

4" RISER

CRANKSHAFT CENTERLINE

BACK OF BLOCK
CRANKSHAFT CENTERLINE 

BACK OF BLOCK
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25.4 mm = 305 mm
1" = 1'

 

mm
(in)D

V8_BRAVO_RWC
6.2L BRAVO RWC

RAW WATER COOLED

SHEETSSCALEUNITSREVISION

NOTES:
(1) REFER TO THE APPLICATION MANUAL FOR COMPLETE PRODUCT INSTALLATION REQUIREMENTS.
(2) DIMENSIONS REQUIRE A MINIMUM OF 1/2 in. (13 mm) CLEARANCE FOR MOTOR MOUNT DEFLECTION.
(3) INNER AND OUTER SURFACES OF TRANSOM MUST BE PARALLEL WITHIN 1/8 in. (3 mm)  IN AREA COVERED BY TRANSOM
    PLATES AND REMAIN WITHIN TRANSOM THICKNESS LIMITS.
(4) REFER TO "TRANSOM CUTOUT" IN THE INSTALLATION MANUAL TO FIND THE CRANKSHAFT CENTERLINE VS. BOAT BOTTOM.

NOTE: IN THESE VIEWS COMPONENTS 
LIKE TOP COVER AND INNER TRANSOM
MAY BE REMOVED TO HELP 
SHOW COMPONENT LOCATIONS 

ENGINE 14 PIN CONNECTION

WEATHER CAP 
RECEPTACLES

AIR INTAKE
FLAME ARRESTER

(+) BATTERY TERMINAL CONNECTION

RAW WATER INTAKE HOSE
BRAVO DESIGN 2 ROUTING (OUTSIDE Y-PIPE)

RAW WATER INTAKE HOSE
BRAVO DESIGN 1 ROUTING (INSIDE Y-PIPE)

TRANSOM HARNESS RECEPTACLE

LIFTING EYE

RAW WATER INTAKE TRANSOM 

CIRCUIT BREAKER

POWER STEERING FLUID RESERVOIR CAP

DRIVE LUBE CAP

AIR INTAKE

ENGINE CONTROL MODULE ECM

OIL FILL CAP

DTS SHIFT CABLE CONNECTION

(-) BATTERY TERMINAL CONNECTION

OIL FILTER

AIR ACTUATED
WATER DRAIN

MANIFOLD

OIL LEVEL DIPSTICK

3/8-18 NPTF
FUEL CONNECTION
(FLEXIBLE HOSE)
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